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Dimensions: ISO 2768-1 Medium
Threads: ISO 965/2
Where tolerance not stated:

Surface roughness Ra um

Tolerance systems acc to ISO

Dimension Tol

0,10
0,20
0,30
0,50
0,80

Dimension Tol

0,10
0,20
0,30
0,50
0,80

Dimension Tol

0,10
0,20
0,30
0,50
0,80

Dimension

-   6

Dimension

-   6
(6)-  30

(120)- 400

(30)- 120

(400)-1000

321

0
10

20
30

40
60

70
80

90
10
0

mm

TH
E 

IN
FO

RM
AT

IO
N 

CO
NT

AI
NE

D 
IN
 T

HI
S 

DR
AW

IN
G 

IS
 T

HE
 S

OL
E

PR
OP

ER
TY

 O
F 

MA
DK

W
AD

S 
AB

AN
Y 

RE
PR

OD
UC

TI
ON

 IN
PA

RT
 O

R 
AS

 A
 W

HO
LE

 W
IT
HO

UT
 T

HE
W
RI
TT

EN
 P

ER
MI

SS
IO
N 

OF
 M

AD
KW

AD
S 

AB
 IS

 P
RO

HI
BI
TE

D.

FINISH

DESIGNEDCATEGORY

TITLE

DRAWN CHECKED DATE

MATERIAL

SCALE

MASS

REVISION

FILENAME

SHEET DESIGN OFFICE DRAWING NUMBER

JHE JHE 2019-01-04 2 : 1
Plate

A

MT103-4.ipt
MadKwads AB1 1 MT103-4

Steel 0,070 kgSteel Galvanized
Do not scale drawing

Bracket for horizontal tensile testing
DESCRIPTION

Sharp edges are broken
Additional dimensions according to CAD model
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This drawing are free to use for anybody. You can manufacture as many 
testbenches as you want and even sell them without sending any royalty 
to MadKwads AB. Just don’t claim that you have designed it - that would 
be impolite! If you you sell or use this testbench you have to refer to it 
as "MadKwads tensile testbench made by <name of manufacturer>"


